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▶ SUMMARY 
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▶ PREPARE MATERIAL & TOOLS 
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▶ OPERATION FOR FUSION 
 1. HEATER POWER SWITCH ON 
 2. WAITING FOR TEMPURATURE REACH TO 200℃ - 220℃ 
 3. FULLY OPEN CLAMP 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

4. UNINSTALL UPPER CLAMP 
 
 
 
 
 
 
 
 
 
 
 
 
 
5. INSTALL TRIMMER 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  



6. INSTALL PIPE AND ROLLER. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 7. INSTALL UPPER CLAMP 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 8. POWER ON TRIMMER SWITCH 
 
 
 
 
 
 
 
 
 
  

 



 9. MOVE LEVER TO CLOSE FOR TRIMMING  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 10. AFTER TRIMMING, UNINSTALL TRIMMER AND CHIP 
    CHECK THE PIPES FACE, KEEP CLEAN 
    SOME TIME NEED ALCOHOL FOR REMOVE DUST 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  



 11. MOVE LEVER TO CLOSE FOR CHECK PIPES ALIGNMENT 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 12. MOVE LEVER TO OPEN FOR INSTALL HEATER 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  



 13. INSTALL HEATER 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 14. MOVE LEVER TO CLOSE AND LOCK FOR FORMING BEAD  

AND CHECK BEAD 
    KEEP ON HEATING TIME OF DVS-2207. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 



 15. UNLOCK AND MOVE LEVER TO OPEN FOR REMOVE HEATER 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 16. REMOVE HEATER QUICKLY 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  



 17. MOVE LEVER TO CLOSE AND LOCK FOR FUSION QUICKLY 
    CHECK FOR BEAD SIZE  

KEEP ON COOLING TIME OF DVS-2207 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 18. UNINSTALL UPPER CLAMP 
 
 
 
 
 
 
 
 
 
 
  



 19. UNINSTALL PIPE. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


